Replacing the ink cartridges 



Your machine is equipped with an ink dot counter that automatically 
monitors the ink level in each color cartridge. When the counter 
detects an ink cartridge is running out of ink, the machine will notify 
you with a message on the LCD. 

The LCD shows you which color cartridges are low or empty. Be sure 
to follow the LCD prompts so you replace the color cartridges in the 
appropriate order. 

When the ink cartridges are running low, you must use the Ink 
key to begin the cartridge replacement (Steps 1 to 3). If the ink 
is empty, skip to Step 3. 

1 Press Ink. 

2 Press CO or CO to select Replace Ink. 
Press Menu/Set. 

If one or more ink cartridges are empty, for example Black, the 
LCD Shows Pis Open Cover. 

3 Open the control panel cover, and then lift the top cover. 

4 Push the appropriate colored ink cartridge covers and remove 
the ink cartridge. 




5 Open the new ink cartridge bag for the color shown on the LCD, 
and then take out the ink cartridge. 
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Hold the new ink cartridge as shown in the illustration, and then 
peel the sealing tape from the side of the ink cartridge. 
Carefully peel the tape in the direction away from you. 



To prevent spilling ink and staining your hands and clothing, 
remove the sealing tape gently. 

Each color has its own correct position. Insert each new ink 
cartridge into the carriage. 

After installing the ink cartridges, close the top cover and control 
panel cover. Your machine prepares for a "head cleaning" and 
goes online. 

The LCD prompts you to verify that you removed the ink 
cartridge for each color. Example: Have you removed Bick? 
l.Yes 2. No. 

If you removed the ink cartridge, press 1 
—OR— 

If you did not remove the ink cartridge, press 2. 

The LCD prompts you to verify that the ink cartridge was a new 
one. Example: Changed to new Blck? l.Yes 2. No. 

If the ink cartridge you installed is not a brand new one, please 
be sure to press 2. 

—OR— 

For each new cartridge, press 1 on the dial pad to automatically 
reset the ink dot counter for that color . (The ink dot counter 
enables the machine to notify you when a color is running low.) 
The machine will enter a cleaning cycle for approximately 3 
minutes for each replaced cartridge. The LCD alternately shows 
Cleaning and Please Wait. 

When the machine completes the cleaning cycle, the LCD 
returns to Standby mode condition. 




Peel in the direction 
away from you! 



Opening 
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^ WARNING 

If ink gets in your eyes, irrigate them with water immediately and call 
a doctor if you are concerned. 

^ Caution 

■ DO NOT remove ink cartridges if you do not need to replace 
them. If you do so, it may reduce the ink quantity and the printer 
will not know the quantity of ink left in the cartridge. 

■ DO NOT shake the ink cartridges, because the ink may spill when 
you take off the sealing tape. 

■ If ink stains your body or clothing, wash with soap or detergent 
immediately. 

■ If you install an ink cartridge in the wrong color position, you must 
clean the print head several times before you start printing (after 
correcting the cartridge installation) because the colors were 
mixed. 

■ Once you open an ink cartridge, install it in the machine and use 
it up within six months of installation. Use unopened ink 
cartridges by the expiration date written on the cartridge 
package. 

■ Brother strongly recommends that you do not refill the ink 
cartridges provided with your machine. We also strongly 
recommend that you continue to use only Genuine Brother Brand 
replacement ink cartridges. Using or attempting to use potentially 
incompatible inks and/or cartridges in your machine may cause 
damage to the machine itself and/or it may result in unsatisfactory 
print quality. Our warranty coverage does not apply to any 
problem that was caused by the use of unauthorized third party 
ink and/or cartridges. To protect your investment and guarantee 
your print quality please continue to replace consumed ink 
cartridges with only Genuine Brother Branded Supplies. 

If the ink Empty message is on the display after you have 
installed ink cartridges, check that the ink cartridges are 
installed properly. 

If you still cannot solve a problem with your machine, call Brother 
Customer Service. (See Brother numbers on page i.) 
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